
≥ Friendly Graphical Interface
(Windows 95, 98 & NT 4.0).

≥ Poll Red Jacket as well as
competitive systems.

≥ Easily customized to meet
user requirements.
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Welcome

Introduction to Pathway Plus



Pathway Plus will communicate with...

RLM and PPM Series Monitors



Minimum Hardware Requirements

≥ IBM Compatible Computer
≥ Pentium 90Mhz Processor
≥ 40 MB Hard Disk Space
≥ 32 MB RAM
≥ Windows 95, 98, or NT 4.0 Operating

System
≥ VGA Display Monitor
≥ RS232 Serial Port or Internal Modem for

Communications
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Setting up a New Station and 
Connecting to a ProLink



























CPT Line Leak Report
Line Leak Report

Red Jacket
Electronics

9650 Alden Road
Lenexa, KS 66215

Line 01
CPT Line

Annual Tests
Time Result
01-29-98  09:23  Pass
01-29-98  12:28  Pass
01-29-98  14:28  Pass

Monthly Tests
Time Result
01-29-98  09:23  Pass
01-29-98  12:14  Pass
01-29-98  14:14  Pass

Alarms
01-29-98  06:52
Hourly Fail
sTime  01-29-98  06:52
eTime  01-29-98  06:52
0004/0000  0.04  01

End of Report





























Pathway Plus…

Customized polling
and reporting of
your station
operation for today
and tomorrow.

Thank you!

The Power to Access…
The Power to Organize…
The Power to Control…
The Power to Manage...


